
 

 



                                   Installation Instructions For Part # 793U 

                                               Polaris RZR 900 2 Seater 

Step One: Start by removing the factory skid plate 

Step Two: Take your 793M1U Plate, and hang it using an 833 Cup Washer and a 6x16 flange 

bolt. You will pick up the center mounting hole in the plate, and a factory mount on the frame. 

Leave this loose for now. 

Step Three: Hang all of the front clamps (1” clamps) around the frame tube and line them up 
with the holes in the plate. It’s easiest to start the outer ones first. Take your bolts and with the 
spacer and washer start all of the bolts. Leave these loose for now. You will also want to put 

anti seize on all of the bolts. Now start all of the other clamps for this plate. 

Step Four: The rear mounts that use the cup washers are a common mount for the next plate 

down. You need to take your 700-123 bracket, and stick it to the crossmember on the frame. It 

has double sided tape to hold it in place to allow it to be easier to start the bolts. Peel off the 

covering on the tape, and line it up with the two center rear mounting holes, and then stick it 

down. 

Step Five: Hang the “B” Clamps for the rear of the 793M2U plate on the frame before mounting 
the 793M2U plate.  Take you 793M2U plate, and slide it under the rear of the 793M1U plate. 

Start all four cup washers with your 6x25 hex bolts. Leave these loose for now 

Step Six:  Using your hardware guide for placement, start the rest of the clamps and nut plates 

on the 793M2U plate. Leave all of these loose for now. 

Step Seven: Take your 907RU plate and slide it under the 793M2U plate. Start  the three cup 

washers using the 6x25 hex bolts. Then start the hardware for the clamps you hung before 

installing the rear plate, and finish it off with the rear bolts and nut plates. Leave all of these 

loose for now. 

Step Eight: Now you can adjust all of the plates for the best fit, and can start tightening all of 

the bolts. 

Step Nine: To mount the 793TU plate, the front mounts are not threaded from the factory. We 

provide self tapping bolts for the very front mounts. It’s usually easier to run the bolt through 
to cut the thread before putting the plate on. Now you can hang the plate by the rear mounts 

using the bolt and bar clamp. Leave the bolts loose for now. Next you can start the front self 

tapping bolts with the cup washers. Square the plate up for the best fit, and tighten all of the 

6x12plate, please refer to our video on Youtube, or feel free to call us. Thank you for your 

purchase. 

 



                                                       Hardware List For 793U 

793TU                                                                                    793M1U  

2) 833 Cup Washers                                                                           6) 1” Clamps 

2) 6x12 Self Tapping bolts                                                                 4) 1 ¼ Clamps 

2) M6 Lock Washers                                                                          10) 8x25 Hex Bolts 

1) 700-40 Nut Plate                                                                           10) M8 HD Washers 

2) M8 HD Washers                                                                             10) 700-124 Spacers 

2) 8x25 Hex bolts                                                                               5) 833 Cup Washers 

2)700-124 Spacers                                                                             1) 6x16 Flange Bolt 

                                                                                                              4) 6x25 Hex Bolts 

                                                                                                               1) 700-123 Bracket 

 

793M2U                                                                               907RU 

4) 1 ¼ Clamps                                                                                     3) 833 Cup Washers 

2) 1 ¾ B Clamps                                                                                  3) 6x25 Hex Bolts 

4) 700-06 Nut Plates                                                                         2) 1 ½ A Clamps 

10) M8 HD Washers                                                                          2) 700-37 Nut Plates 

10) 700-124 Spacers                                                                         4) M8 HD Washers 

8) 8x25 Hex Bolts                                                                              4) 700-124 Spacers 

2) 8x35 Hex Bolts                                                                              2) 8x25 Hex Bolts 

2) 700-17 Spacers                                                                             2) 8x40 Hex Bolts 

                                                                                                             2) 700-09 Spacers 

        

 

 

 

 



 


